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DESCRIPTION
Stretch-Guard 8875 Underseal is a premium quality elastomeric coating that forms a flexible, durable, seamless 
membrane with 400% elongation. This membrane will stretch as the roof, or other substrate, expands and contracts
due to temperature changes. Designed to resist ponding water, 8875 Underseal is specified to be used to qualify for the 
Stretch-Guard Roof Coating System Warranty or other warranties that specify an elastomeric underseal.

USES, FEATURES & BENEFITS
	▪ Water Based- Easy Water Clean-Up
	▪ Resistant to Ponding Water
	▪ UV Resistant
	▪ Resistant to Cracking
	▪ Creates a Water Barrier

	▪ Low VOC/Environmentally Friendly
	▪ Flexible at Low Temperatures
	▪ Primes and Seals
	▪ Low Slope & Flat Roofs
	▪ Composition Roofs

	▪ Shower Pans
	▪ Planter Boxes
	▪ Retaining Walls
	▪ Metal Roofs
	▪ Between Slab Membrane

PACKAGING
	▪ Quarts
	▪ Gallon 

	▪ 5 Gallon 

Color: Black
                  

TECHNICAL DATA:
TYPE: ACRYLIC RESIN DILUENT: WATER DRY TO TOUCH: 60 MINUTES
VISCOSITY: 115-120 KU’S @ 

77°F
FLASH POINT: N/A RECOAT: 16 Hours

SOLIDS: 55-58% Weight
42-45% Volume

V.O.C.: <50 grams per liter CURE TIME: 3-5 Days

ELONGATION: 400% ASTM D96 PERMS: 1.9 ASTM D96

DIRECTIONS:
SURFACE PREPARATION:
PROPER ROOF PREPARATION IS ESSENTIAL FOR SUCCESSFUL COATING APPLICATION.
	▪ The roof surface must be clean and free of all loose and oxidized material, dirt, oil and grease.
	▪ Thoroughly and carefully use a power blower or a stiff bristle broom and/or power wash the roof surface. (Do

not power wash if the roof has any water leaks.)
	▪ Seam tape all cracks, seams, flashings, skylights, vents, etc. including laps on parapets walls using 8875 Underseal

applied at a rate of 50 sq. ft per gallon. For older roofs and/or roofs with cracking, alligatoring, failing systems and 
minor leaks use polyester roofing fabric to reinforce the roof system (See System Guide.) An older roof in poor condition 
may need a new roof.
	▪ Each application should be done in one complete step to form one seamless layer over the total area being 

covered. Some low sloped roofs may require a complete brush application around all the tab edges. Apply with roller, 
squeegee, brush or airless spray equipment. If applied by spray, 8875 Underseal must be back rolled. Do not thin. 
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Prior to application of 8875 Underseal, seal all splits, vents, pipes and seams with polyester seam tape and 8875 
Underseal.
POLY SEAM TAPE APPLICATION:
	▪ Seam tape over ALL joints, cracks, seams, around vents, over flashings, caps, pipes and skylights, etc. Cracks 

over 1/16 inch should be cleaned and caulked (use 9277 caulking) before reinforcing.
	▪ Brush a coat of 8875 Underseal over the joint or seam.
	▪ Roll polyester seam tape into the wet Stretch-Guard 8875 Underseal. While still wet, apply another coat of 8875

Underseal over seam tape completely embedding tape in the coating. Allow to dry.
	▪ Apply an additional full coat of 8875 Underseal over all seam tape applications. Allow to dry. Complete 

coating the surface at a rate of 1 to 2 gallons per 50 sq. ft to cover and fill in rough surfaces and pinholes.Priming is 
not necessary for general purpose patching. 

METAL:
	▪ Prepare the metal roof by removing all loose material, oil, dirt and flaking rust. Clean and/or etch.
	▪ Spot prime all rusted surfaces with a rust converter/DTM Primer.
	▪ Seam tape all seams. (See Poly Seam Tape Application, above.)
	▪ Apply 1-2 coats (as directed by Life Specialty Coatings representative or specification sheet) of 8875 Underseal

at a rate of 100 sq. per gallon.

CONCRETE:
	▪ Prepare the concrete surfacd by removing all loose material, oil, dirt and any previously applied product. Clean

thoroughly and etch.
	▪ Seal any joints, cracks, or seams by following the Poly Seam Tape Application instructions above or using a Life

Specialty Coatings approved joint sealant.
	▪ Apply 1-2 coats (as directed by Life Specialty Coatings representative or specification sheet) of 8875 Underseal

at a rate of 100 sq. per gallon.

TOP COAT:
	▪ For top coat and project/system specifications, see appropriate specification procedure document.
	▪ 5 year, 10 year, and 15 year warranties available for most roofs.

MAINTENANCE
	▪ Clean up spilled and undried product immediately with water.
	▪ Clean hands and skin with warm water and soap.
	▪ Most Stains will clean-up with TSP, a brush, and water. We recommend a re-coat every 5 years, depending on

exposure to the sun.

REPAIR:
	▪  Repairs may be done by removing the damaged area and replacing the material as written in this

information guide.

LIMITATIONS
	▪ Do not thin.
	▪ Do not install any product if the temperature is below 
55°

	▪ Rain may damage uncured products.
	▪ If inclement weather threatens, cover deck to protect 

new application.
	▪ Not for use on negative side for waterproofing or 
concrete with a moisture content of more than 1.9%.

	▪ Do not allow any non-applied product to FREEZE.

	▪ DO NOT PAINT OVER MILDEW. Mildew is a fungus, brown, black, grey or even white in color, and will rapidly
grow through any coating applied over it. A solution of 50% household bleach and 50% water will kill the mildew.
Rinse thoroughly. See precautions on bleach label for handling before using.
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DISCLAIMER: All guidelines, recommendations, statements, and technical data contained herein are based on information and tests we believe to be reliable and 
correct, but accuracy and completeness of said tests are not guaranteed and are not to be construed as a warranty, either expressed or implied. It is the user’s 
responsibility to satisfy himself, by his own information and tests, to determine suitability of the product for his own intended use, application and job situation 
and user assumes all risk and liability resulting from his use of the product. We do not suggest or guarantee that any hazards listed herein are the only ones that 
may exist. Neither seller nor manufacturer shall be liable to the buyer or any third person for any injury, loss or damage directly or indirectly resulting from use 
of, or inability to use, the product. Recommendations or statements, whether verbal or in writing, other than those contained herein shall not be binding upon 
the manufacturer, unless in writing and signed by a corporate officer of the manufacturer. Technical and application information is provided for the purpose of 
establishing a general profile of the material and proper application procedures. Test performance results were obtained in a controlled environment and LIFE 
PAINT makes no claim that these tests or any other tests, accurately represent all environments.

Warranty: When the warranted product is applied in accordance with this technical data sheet, label instructions and common sense widely accepted painting 
practice and procedures, Life Specialty Coatings will warrant said product against manufacturing defects that might cause premature failure such as blistering, 
peeling, or unusual wear.  Directions are as complete as possible but cannot encompass all conditions, applications, and/or surfaces beyond manufacturer’s 
control.  In the event of a warranted failure and upon the presentation of proof of purchase, the remedy will be the provision price for said product.  This warranty 
does not include labor or the costs associated with labor.  This warranty may not be transferred or assigned and extends specific legal rights which may vary from 
state-to-state. No other warrantee is expressed or implied. Life Specialty Coatings Company, Santa Fe Springs, CA (562)944-6391  
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