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HOT DIPPED GALVANIZED METAL LATH 2.5
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DESCRIPTION
Life Specialty Coatings GML-PCS consists of 2.5 lbs/sq yd G60 Hot dipped Galvanized Expanded Metal Lath, per ASTM C847. GML-
PCS Metal Lath is designed with unique diamond pattern that is specifically engineered to accept the proper base coat application. 

FEATURES & BENEFITS
LIFE SPECIALTY COATINGS GML-PCS LATH MEETS THE FOLLOWING SPECIFICATIONS:

	▪ ASTM A653 Standard Specification for Steel Sheet, Zinc-Coated (Galvanized) or Zinc-Iron Alloy-Coated (Galvannealed) by the 
Hot-Dip Process

	▪ ASTM C841 Standard Specification for Installation of Interior Lathing and Furring
	▪ ASTM C847 Standard Specification for Metal Lath
	▪ ASTM C1063 Standard Specification for Installation of Lathing and Furring to Receive Interior and Exterior Portland       

Cement-Based Plaster
	▪ Intertek CCRR-0204 Metal Lath - Code Compliance Research Report
	▪ SDS For ASTM A653 Steel Finishing Products For Interior Finishing and Exterior Finishing
	▪ LEED v4.1 MR Credit: Environmental Product Declarations: EPD (1 point) - Sourcing of Raw Materials (up to 2 points) - 

Material Ingredients (1 point) - Construction and Demolition Waste Management (up to 2 points)
	▪ LEED v4 MR Credit: Building Product Disclosure and Optimization: EPD (1 point) - Sourcing of Raw Materials (1 point) - 

Material Ingredients (1 point) - Construction and Demolition Waste Management (up to 2 points) - Innovation Credit (up to 2 
points).

USES
Life Specialty Coatings GML-PCS is highly versatile and can be used effectively with the following:
	▪ AL System
	▪ AL Flex System

	▪ AMAC System

PACKAGING
Wt. Per Sq. Yrd Sheet Size Yds. / Pallet
2.50 lbs.  27” x 97” 1000

DISCLAIMER: All guidelines, recommendations, statements, and technical data contained herein are based on information and tests we believe to be reliable and 
correct, but accuracy and completeness of said tests are not guaranteed and are not to be construed as a warranty, either expressed or implied. It is the user’s 
responsibility to satisfy himself, by his own information and tests, to determine suitability of the product for his own intended use, application and job situation 
and user assumes all risk and liability resulting from his use of the product. We do not suggest or guarantee that any hazards listed herein are the only ones that 
may exist. Neither seller nor manufacturer shall be liable to the buyer or any third person for any injury, loss or damage directly or indirectly resulting from use 
of, or inability to use, the product. Recommendations or statements, whether verbal or in writing, other than those contained herein shall not be binding upon 
the manufacturer, unless in writing and signed by a corporate officer of the manufacturer. Technical and application information is provided for the purpose of 
establishing a general profile of the material and proper application procedures. Test performance results were obtained in a controlled environment and LIFE 
PAINT makes no claim that these tests or any other tests, accurately represent all environments.

Warranty: When the warranted product is applied in accordance with this technical data sheet, label instructions and common sense widely accepted painting 
practice and procedures, Life Specialty Coatings will warrant said product against manufacturing defects that might cause premature failure such as blistering, 
peeling, or unusual wear.  Directions are as complete as possible but cannot encompass all conditions, applications, and/or surfaces beyond manufacturer’s 
control.  In the event of a warranted failure and upon the presentation of proof of purchase, the remedy will be the provision price for said product.  This warranty 
does not include labor or the costs associated with labor.  This warranty may not be transferred or assigned and extends specific legal rights which may vary from 
state-to-state. No other warrantee is expressed or implied. Life Specialty Coatings Company, Santa Fe Springs, CA (562)944-6391  
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