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DESCRIPTION
Safe-D-Grip is a non-skid additive that can be added to epoxies, sealers or top coats to produce a skid resistant surface.

FEATURE & BENEFITS
▪ Skid Resistance

PACKAGING
▪ 3.2 oz.
▪ 1 lbs.

▪ 5 lbs.
▪ 50 lbs.

TECHNICAL INFORMATION

Technical Information
Tensile Strength 125 to 200 psi
Peel adhesion 20 lb./in. minimum
Plate glass 20 lb./in. minimum
Aluminum 20 lb./in. minimum
Concrete 20 lb./in. minimum
NOTE: This product contains chemicals known to the State of California to cause cancer, birth defects and reproductive harm. The 
maximum V. O. C. of this product does not exceed 100 grams/liter. WARNING! If you scrape, sand or remove old paint, you may 
release lead dust. LEAD IS TOXIC. Contact the National Lead Information Hotline at 1-800-424-LEAD or log on to www.epa.gov/
lead.
For technical support or more information on application, call Life Specialty Coatings (562) 944-6391.

DIRECTIONS

APPLICATION 
Safe-D-Grip may be added to 3100 Epoxy, 14 Series, Stone Glaze, 4001, 10 Series or CRU so long as the following
are considered:

▪ Amount of skid resistance that is required
▪ How the surface will be cleaned
▪ Effects on performance of the sealer
▪ Aesthetics

In general you may add 3.2 oz. of Safe-D-Grip per gallon, 1 lb. per 5 gallons of 10 series, 4001 or Stone Glaze. For 
higher build and two-part coating systems such as the LD3100 Epoxy or LDCRU Urethane, use 1 lb. Safe-D-Grip per 3 
gallons (40 oz. if measured by volume.) This will leave a consistent texture that is still fairly easy to clean. The actual skid 
resistance will be greatly effected by the existing texture of the surface you are covering and the thickness of the sealer 
applied. Do not exceed these amounts without consulting with Life Paint.

We strongly recommend that a test area be completed and approved before proceeding with the intended application
Life Specialty Coatings assumes no responsibility for slippery surfaces. The texture is determined by the applicator
and the customer. If additional skid resistance is required please contact Life Specialty Coatings for recommendations.
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DISCLAIMER: All guidelines, recommendations, statements, and technical data contained herein are based on information and tests we believe to be reliable and 
correct, but accuracy and completeness of said tests are not guaranteed and are not to be construed as a warranty, either expressed or implied. It is the user’s 
responsibility to satisfy himself, by his own information and tests, to determine suitability of the product for his own intended use, application and job situation and 
user assumes all risk and liability resulting from his use of the product. We do not suggest or guarantee that any hazards listed herein are the only ones that may exist. 
Neither seller nor manufacturer shall be liable to the buyer or any third person for any injury, loss or damage directly or indirectly resulting from use of, or inability 
to use, the product. Recommendations or statements, whether verbal or in writing, other than those contained herein shall not be binding upon the manufacturer, 
unless in writing and signed by a corporate officer of the manufacturer. Technical and application information is provided for the purpose of establishing a general 
profile of the material and proper application procedures. Test performance results were obtained in a controlled environment and LIFE PAINT makes no claim that 
these tests or any other tests, accurately represent all environments.

Warranty: When the warranted product is applied in accordance with this technical data sheet, label instructions and common sense widely accepted painting 
practice and procedures, Life Specialty Coatings will warrant said product against manufacturing defects that might cause premature failure such as blistering, 
peeling, or unusual wear.  Directions are as complete as possible but cannot encompass all conditions, applications, and/or surfaces beyond manufacturer’s control.  
In the event of a warranted failure and upon the presentation of proof of purchase, the remedy will be the provision price for said product.  This warranty does not 
include labor or the costs associated with labor.  This warranty may not be transferred or assigned and extends specific legal rights which may vary from state-to-
state. No other warrantee is expressed or implied. Life Specialty Coatings Company, Santa Fe Springs, CA (562)944-6391  
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